
Suitable for different applications with Type II-M wide light distribution.   
Warm or neutral white color temperatures can accommodate various places.  
Small body for easy logistics and install.  
Insulation class I/II.  
Standard surge protection level of 6KV/10KV.  
High efficacy up to 160 lm/W.  

SERIES KST-L 

Parameter  Value       

Model KSTL50W KSTL100W KSTL150W KSTL200W 

Rate Power  50W 100W 150W 200W 

Luminous Flux  8,000lm 16,000 24,000 32,000 

Luminous Efficiency  160lm/w (±5%) 

Color Temperature  CCT 3000K / 4000K / 6000K  

Color Rendering Index ≥80 Ra   

Input Voltage  AC 100-277V , 50/60Hz   

Power factor  >0.95  

THDi <15%  

Beam Angle   Type II-M   

Working Environment -40°C to ~50°C ,20%~90% R.H  

Storage Temperature -40°C to ~85°C ,10%~90% R.H  

Work Life  100,000 Hours  - L170(12K) 

Body Material Aluminum  alloy 

Lens Material PC  

N.W. 1.73 KG  3.2 KG  3.2 KG  3.68 KG  

IP Rating  IP66 / IK10 

Surge Protection 10kV  

Lamp Size (mm) 445*160*89.5     535*230*89.5     600*620*89.5     
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